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INSTRUCTIONS
EE Grip Heaters
Part#s 15-054
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1  Remove the hand grips and clean 
the old grip glue residue from the left 
side of the handlebar and the right 
side throttle tube.
2  Remove the backing from the 

backside of the heat pads. Stick one 
directly to the left side of the handle-
bar so that the wires are on the top 
side of the handlebar. Stick the other 
one to the throttle tube so that the 
wires are on the top side of the throttle tube.
3  Apply a thin layer of grip glue to the top of the left heat pad and the 

inside of the left (smaller inner diameter) grip, and then slide it on over the 
left heat pad.
4  Repeat step 3 for the throttle side. Caution: Make sure that you do not 

have any glue between the throttle sleeve and handlebars, and that the 
throttle turns smoothly and returns on its own before operating the motor-
cycle. If it does not return to the closes position on its own you “MUST” 
disassemble the throttle and remove any excess glue until the throttle turns 
smoothly and returns on its own.
5  Remove the number plate or head light mask. 
6  Route the wires for the grip heaters behind the headlight mask or 

number plate. Remember to leave enough slack in the throttle side so that 
the wires will not break when the throttle is twisted. (Figure 1)
7  Mount the power switch in the most convenient to reach location pos-

sible. If you have a headlight, the headlight mask works well.
8  Connect one of the right side grip heater wires and one of the left side 

grip heater wires together (doesn’t matter which). This will be the positive or 
power side of the grips. Use a crimp on female spade connector (Figure 2) 
to plug the wires into the center terminal of the power switch. (Figure 3)
9  Connect the other right side grip wire and the remaining wire on the left 

side grip together. This will be the negative or ground side of the grips. Use 
a crimp on eyelet connector to bolt the wires to a good ground source on 
the frame. (Figure 4)   
10  Plug the resistor side of the power supply wire (Figure 5) into the front 
terminal of the power switch. Plug the side without a resistor into the back 
terminal of the power switch. (Figure 6) The third end of this wire will con-
nect to a regulated 12 volt power source on the bike.
11  Use a voltmeter to find a regulated 12 volt power wire. It is usually the 
wire used to power the lights. Connect the single wire side of the power 
supply wire to this source. It is best not to go directly to a battery source, 
because if you forget to turn off your heated grips you will run the battery 
down.
12  Use silicone sealer to attach the resistor directly to the frame or triple 
clamp area of the bike in a location where the resistor will not come into 
contact with any plastic, wiring or coolant hoses. The resistor runs very hot 
and could damage plastic or rubber parts that come in contact with it. The 
upper triple clamp area works well. (Figure 7)
13  Tie all loose wiring up and out of the way. Make sure there is no tension 
on the wires when you turn the handlebars from side to side.  
14  Re-install the head light or number plate.

WARNING AND DISCLAIMER
All parts manufactured, designed or sold by Enduro Engineering, Inc. (EEI) are to be installed by a licensed 
motorcycle dealer or a licensed motorcycle technician. Motorcycles can be dangerous.  Serious injury, death and 
property damage can result from the use of motorcycles. This risk is increased by improper installation or misuse 
of after market parts. EEI’s customers must exercise good judgment in the use, control, alteration, part selection 
and installation, and maintenance of their motorcycles.  In the event of a possible defect in material or design, 
or any other defect in a part manufactured, designed or sold by EEI, the responsibility of EEI is limited to either 
a refund of the purchase price or the replacement of the part if EEI determines the part to be defective, and 
subject to EEI’s inspection of the part within  thirty (30) days from the date of purchase.  (Note:  any attempted 
repairs or modifications made to EEI products will void this limited warranty). EEI, under no circumstances will 
be responsible for incidental and/or consequential damages, property damage, personal injury damage, or dam-
age, injury, cost or expense of any kind or nature whatsoever.  By purchasing an EEI product or a product sold by 
EEI, you (1) acknowledge the above disclaimer and agree to its terms; (2) agree that any claim brought against 
EEI arising from and/or pertaining to or otherwise related to a part manufactured, designed  or sold by EEI must 
be brought in the Michigan State Courts located in the County of Ingham or in the Federal District Court for the 
Western District of Michigan and that Michigan law shall apply on all issues; and (3) any claim against EEI must 
be brought within one (1) year of purchase of the product.  EEI makes no other warranty, express or implied, 
including without limitation any warranties of merchantability and fitness for a particular purpose. R.JRF.Sec.
randt.warninganddisclaimer.5 2 08

FIG 1


